AVISIONTRON

The People Guidance Pros

Simple Design.
Durable Construction.

These posts are ideal for queue lines in theme parks,
amusement parks and other large, outdoor venues.
The superior welded construction will withstand busy
environments and the outdoor elements better than
plastic stanchions.

Features
* Fully customizable: choose from two or four
loops, single or dual line, and five base options.
* Pair with your choice of chains or ropes.

* Superior welded construction to withstand busy
environments and the outdoor elements.

* Ideal for amusement parks and outdoor venues.

Optional 4 loop
configuration.
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—— 3/4” SS Loops
Welded to post.
Available with 2 or 4
loop configuration.

Optional ADA
complaint dual line
loops to match top.

~—— Shown with

REMOVABLE Base
mount option.
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~ Stainless Steel -

Outdoor Loop Post

. MODEL ST670

Specs Chains, Snap Ends, & Quick Links
Model Numbers ST620 (2 loops, single line) :
ST620D (2 loops, dual line)
ST640 (4 loops, single line)
ST640D (4 loops, dual line) ‘
Post Material 304 A”Oy Stainless Steel N ez"@ Chains (from top): 1/8" Zinc Plated (lighter duty),
. 3/16” Polished Stainless Steel (heavy duty).
Post Diameter 2"
Post Height 40"-42" depending on
Base style R v,
Footprint 2"-14" depending on g Snap Ends w/ Quick Links:  Quick Links: Connect
p :
Base stye oy b
Total Weight 21 Ibs-39 Ibs depending
on Base style X
~
To order specify:
ST620D R — SS
MODEL# BASE  FINISH
Base Options for Loop Post
Permanent Post Permanent Sockets, Removable Posts Permanent - Semi-Permanent Portable
ST6_ _F-SS ST6_ _R-SS ST6_ _MS-SS ST6_ _MG-SS ST6_ _S-SS
FIXED REMOVABLE SLIM-SOCKET MINI-SOCKET MAGNETIC Sloped Base
—
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